GENERAL NOTES

1. APPROVAL OF THIS GRADING PLAN DOES NOT CONSTITUTE APPROVAL OF VERTICAL
OR HORIZONTAL ALIGNMENT OF ANY PRIVATE ROAD SHOWN HEREON FOR COUNTY
ROAD PURPOSES.

2, FINAL APPROVAL OF THESE GRADING PLANS SUBJECT TO FINAL APPROVAL OF THE
ASSOCIATED IMPROVEMENT PLANS WHERE APPLICABLE. FINAL CURB ELEVATIONS MAY
REQUIRE. CHANGES IN THESE PLANS,

3. IMPORT MATERIAL SHALL BE OBTAINED FROM A LEGAL SITE.

4, A CONSTRUCTION, EXCAVATION OR ENCROACHMENT PERMIT FROM THE DEPARTMENT
3}" PUBLIC WORKS WILL BE REQUIRED FOR ANY WORK IN THE COUNTY RIGHT-OF—
JAY,

5. ALL SLOPES OVER THREE FEET IN HEIGHT WILL BE PLANTED IN ACCORDANCE WITH
SAN DIEGO COUNTY SPECIFICATIONS,

6. THE CONTRACTOR SHALL VERIFY THE EXISTENCE AND LOCATION OF ALL UTILITIES
BEFORE COMMENCING WORK. NOTICE OF PROPOSED WORK SHALL BE GIVEN TO
THE FOLLOWING AGENCIES:

SAN DIEGO GAS & ELECTRIC: TELEPHONE NO, 5800; 422-4133
PACIFIC TELEPHONE: TELEPHONE NO: (800) 422-4133
CATV: TELEPHONE NO: (619) 420-1413
SEWER: TELEPHONE NO: (619) 670-2222
WATER: TELEPHONE NO: (619) 670-2222

7. 9523:#5 REPORT MAY BE REQUIRED PRIOR TO THE ISSUANCE OF A BUILDING

8, APPROVAL OF THESE PLANS BY THE DIRECTOR OF PUBLIC WORKS DOES NOT
AUTHORIZE ANY WORK OR GRADING TO BE PERFORMED UNTIL THE PROPERTY
OWNGEZR'S PERMISSION HAS BEEN OBTAINED AND VALID GRADING PERMIT HAS BEEN
ISSUED.

9. THE DIRECTOR OF PUBLIC WORKS' APPROVAL OF THESE PLANS DOES NOT
CONSTITUTE COUNTY BUILDING OFFICIAL APPROVAL OF ANY FOUNDATION FOR STRUC~—
TURES TO BE PLACED ON THE ITEMS COVERED BY THESE PLANS. NO WAIVER OF THE
GRADING ORDINANCE REQUIREMENTS CONCERNING MINIMUM COVER EXPANSIVE SOIL IS
MADE OR IMPLIED (SECTIONS 87.403 & 87.410). ANY SUCH WAIVER MUST BE
OBTAINED FROM THE DIRECTOR OF PLANNING AND LAND USE,

10.ALL OPERATIONS CONDUCTED ON THE PREMISES, INCLUDING THE WARMING UP, REPAIR,
ARRIVAL, DEPARTURE OR RUNNING OF TRUCKS, EARTHMOVING EQUIPMENT AND ANY
OTHER ASSOCIATED GRADING EQUIPMENT SHALL BE LIMITED TO THE PERIOD BETWEEN

7:00 AM AND 6:00 PM EACH DAY, MONDAY THRU SATURDAY, AND NO EARTHMOVING OR

GRADDl;JSS OPERATIONS SHALL BE CONDUCTED ON THE PREMISES ON SUNDAYS OR
Houl 5

11.ALL MAJOR SLOPES SHALL BE ROUNDED INTO EXISTING TERRAIN TO PRODUCE A CON-
TOURED TRANSITION FROM CUT OR FILL FACES TO NATURAL GROUND AND ABUTTING
CUT OR FILL SURFACES.

12,NOTWITHSTANDING THE MINIMUM STANDARDS SET FORTH IN THE GRADING ORDIANCE AND
HE APPROVAL OF THESE GRADING PLANS, THE PERMITTEE IS RESPON~
ADJACENT PROPERTY. ON SHALL

NOTWITHSTANDING TI

IBLE FOR THE PREVENTION OF DAMAGE TO NO P

EXCAVATE ON LAND SO CLOSE TO THE PROPERTY LINE AS TO ENDANGER ANY
ADJOINING PUBLIC STREET, SIDEWALK ALLEY, FUNCTION OF ANY SEWAGE DISPOSAL
SYSTEM, OR ANY OTHER PUBLIC OR PRIVATE PROPERTY WITHOUT SUPPORTING AND
PROTECTING SUCH PROPERTY FROM SETTLING, CRACKING, EROSION SILTING, SCOUR OR
OTHER DAMAGE WHICH MIGHT RESULT FROM THE GRADING DESCRIBED ON THIS PLAN.
THE COUNTY WILL HOLD THE PERMITTEE RESPONSIBLE FOR CORRECTION OF NON-
DEDICTED IMPROVEMENTS WHICH DAMAGE ADJACENT PROPERTY.

13.SLOPE RATIOS:
CUT-1.5:1 FOR MINOR SLOPES UNDER 15’ HIGH OR IN ROCK 2:1 FOR MAJOR
SLOPES

FiLL-2:1
EXCAVATION: 12,000 CY
FILL: 12,000 CY

WASTE/IMPORT: ORIGINAL MATERIAL ONLY FOR WASTE MATERIAL. NO IMPORT

(NOTE: A SEPARATE VALID PERMIT MUST EXIST FOR EITHER WASTE OR IMPORT
AREAS)

NOTE: A SEPARATE VALID PERMIT MUST EXIST FOR EITHER WASTE OR IMPORT AREAS.)

(
14.3;’ECIAL CONDITION: IF ANY ARCHEOLOGICAL RESOURCES ARE DISCOVERED ON THE SITE

THIS GRADING DURING GRADING OPERATIONS, SUCH OPERATIONS WILL CEASE
IMMEDIATELY, AND THE PERMITTEE WILL NOTIFY ~THE DIRECTOR OF PUBLIC WORKS

DISCOVERY. GRADING OPERATIONS WILL NOT RECOMMENCE UNTIL THE PERMITTEE HAS
RECIEVED WRITTEN AUTHORITY FROM THE DIRECTOR OF PUBLIC WORKS
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EROSION CONTROL NOTES

ALL BUILDING PADS TO BE DIKED AND THE DIKES MAINTAINED TO PREVENT WATER FR
FLOWING FROM THE PAD UNTIL THE STREETS AND DRIVEWAYS ARE PAVED AND WATER
CAN FLOW FROM THE PADS WITHOUT CAUSING EROSION, OR CONSTRUCT DRAI

FACILITIES TO THE SATISFACTION OF THE COUNTY DEPARTMENT OF PUBLIC WORKS THAT
WILL ALLOW WATER TO DRAIN FROM THE PAD WITHOUT CAUSING EROSION.

TOPS OF ALL SLOPES TO BE DIKED OR TRENCHED TO PREVENT WATER FROM FLOWING
OVER THE CREST OF SLOPES,

MANUFACTURED SLOPES AND PADS SHALL BE ROUNDED VERTICALLY AND HORIZONTALLY
AS APPROPRIATE TO BLEND WITH THE SURROUNDING TOPOGRAPHY,

AS SOON AS CUTS OR EMBANKMENTS ARE COMPLETED, BUT NOT LATER THAN OCTOBER
1 ALL CUT AND FILL SLOPES SHALL BE STABILIZED WITH A HYDROMULCH MIXTURE OR
AN EQUAL TREATMENT APPROVED BY THE COUNTY DEPARTMENT OF PUBLIC WORKS
BETWEEN OCTOBER 1 AND APRIL 15. APPROVED SLOPE PROTECTION MEASURES SHALL
PROCEED IMMEDIATELY BEHIND THE EXPOSURE OF CUT SLOPES AND/OR THE CREATION
OF EMBANKMENT SLOPES.

CATCH BASINS, DESILTING BASINS AND STORM DRAIN SYSTEM SHALL BE INSTALLED TO
THE SATISFACTION OF THE COUNTY DEPARTMENT OF PUBLIC WORKS,

SAND BAG CHECK DAMS TO BE PLACED IN A MANNER APPROVED BY THE COUNTY
DEPARTMENT OF PUBLIC WORKS IN UNPAVED STREETS WITH GRADIENTS IN EXCESS OF
2% AND ON OR IN OTHER GRADED OR EXCAVATED AREAS AS REQUIRED BY THE COUNTY
DEPARTMENT OF PUBLIC WORKS.

THE DEVELOPER TO MAINTAIN THE PLANTING AND EROSION CONTROL MEASURES DES—
CRIBED ABOVE UNTIL RELIEVED OF THE SAME BY THE COUNTY DEPARTMENT OF PUBLIC
WORKS. THE DEVELOPER TO REMOVE ALL SOIL INTERCEPTED BY THE SAND BAGS, CATCH
BASINS AND DESILTING BASINS AND KEEP THESE FACILITIES CLEAN AND FREE OF SILT
AND SAND AS DIRECTED BY THE COUNTY DEPARTMENT OF PUBLIC WORKS. THE DEVE—
LOPER SHALL REPAIR ANY ERODED SLOPES AS DIRECTED BY THE COUNTY DEPARTMENT
OF PUBLIC WORKS,

SILTATION AND SEDIMENT CONTROL MEASURES NOTES:

1.

THE SEDIMENT BASINS SHALL BE PROVIDED AT THE LOWER END OF EVERY DRAINAGE
AREA PRODUCING SEDIMENT RUNOFF, THE BASINS SHALL BE MAINTAINED AND
CLEANED TO DESIGN CONTOURS AFTER EVERY RUNOFF PRODUCING STORM, THE
BASINS SHOULD BE SEMI-PERMANENT STRUCTURES THAT WOULD REMAIN UNTIL SOIL
STABILIZING VEGETATION HAS BECOME WELL ESTABLISHED ON ALL ERODIBLE SLOPES.

SEDIMENTATION BASINS MAY NOT BE REMOVED OR MADE INOPERATIVE WITHOUT PRIOR
APPROVAL OF THE COUNTY ENGINEER,

SEWER OR STORM DRAIN TRENCHES THAT ARE CUT THROUGH BASIN DIKES OR BASIN
INLET DIKES SHALL BE PLUGGED WITH SANDBAGS FROM TOP OF PIPE TO TOP OF DIKE.

ALL UT!LIT\’ TRENCHES SHALL BE BLOCKED AT THE PRESCRIBED INTERVAIS WITH
DOUBLE ROW OF SANDBAGS WITH A TOP ELEVATION TWO SANDBAGS Bl E_GRADED
SURFACE OF THE STREET, DBAGS ARE TO BE PLACED WITH LAPPED OOURSES. THE
INTERVALS PRESCRIBED BETWEEN SANDBAG BLOCKING SHALL DEPEND ON THE SLOPE OF
THE GROUND SURFACE BUT NOT TO EXCEED THE FOLLOWING:

GRADE OF THE STREET INTERVAL

LESS THAN 2% AS REQUIRED
2% TO 4% 100 FEET
4% TO 10% 50 FEET
OVER 10% 25 FEET

AFTER SEWER UTILITY TRENCHES ARE BACKFILLED AND COMPACTED, THE SURFACES
OVER SUCH TRENCHES SHALL BE MOUNDED SLIGHTLY TO PREVENT CHANNELING OF
WATER IN THE TRENCH AREA. CARE SHOULD BE EXERCISED TO PROVIDE FOR CROSS
FLOW AT FREQUENT INTERVALS WHERE TRENCHES ARE NOT ON THE CENTERLINE OF A
CROWNED STREET.

ALL BUILDING PADS SHOULD BE SLOPED TOWARDS THE DRIVEWAYS AND VELOC!TY CHECK
DAMS PROVIDED AT THE BASE OF ALL DRIVEWAYS DRAINING INTO THE §

PROVIDE VELOCﬂ'Y CHECK DAMS IN ALL UNPAVED GRADED CHANNELS AT THE INTERVALS
INDICATED BELOW:

GRADE OF CHANNEL INTERVALS BETWEEN CHECK DAMS

LESS THAN 3% 100 FEET
3% TO 6% 50 FEET
OVER 6% - 25 FEET

PROVIDE VELOCITY CHECK DAMS IN ALL PAVED STREET AREAS ACCORDING TO RECOM-

MENDED CRITERIA INDICATED ON THE ENCLOSED GRAPH ENTITLED “SANDBAG BARRIER

SPACING FOR EROSION CONTROL IN GRADED STREETS", VELOCITY CHECK DAMS MAY BE
CONSTRUCTED OF SANDBAGS, TIMBAR, OR OTHER EROSION RESISTANT MATERIALS

APPROVED BY THE COUNTY ENGNEER AND SHALL EXTEND COMPLETELY ACROSS THE

STREET OR CHANNEL AT RIGHT ANGLES TO THE CENTERLINE, VELOCITY CHECK DAMS

MAY ALSO SERVE AS SEDIMENT TRAPS.

PROVIDE A SANDBAG SILT BASIN OR TRAP BY EVERY STORM DRAIN INLET TO PREVENT
SEDIMENT FROM ENTERING DRAIN SYSTEM.

SANDBAGS AND FILL MATERIAL SHALL BE STOCKPILED AT INTERVALS, READY FOR USE
WHEN REQUIRED.

ALL EROSION CONTROL DEVICES WITHIN THE DEVELOPMENT SHOULD BE MAINTAINED
DURING AND AFTER EVERY RUNOFF PRODUCING STORM, IF POSSIBLE, MAINTENANCE
CREWS WOULD BE REQUIRED TO HAVE ACCESS TO ALL AREAS,

NAME: DAVID & ANNETTE PUCHTA
ADDRESS: 31910 AQUADUCT RO,

TELEPHONE No: {780)=749-0585

SHORT LEGAL DESCIPTION: _BONSALL HORSE BARNS

APN. NO: 127-530-04
SITE ADDRESS: 31910 AQUADUCT RD., BONSALL, CA

OWNER'S / PERMITTEE'S

BONSALL, CA, 92003

12, PROVIDE ROCK RIPRAP ON CURVES AND STEEP DROPS IN ALL EROSION PRONE

. DRAINAGE CHANNELS DOWNSTREAM FROM THE DEVELOPMENT, THIS PROTECTION WOULD
REDUCE EROSION CAUSED BY THE INCREASED FLOWS THAT MAY BE ANTICIPATED FROM
DENUDED SLOPES, OR FROM IMPERVIOUS SURFACES.

13. ANY PROPOSED ALTERNATE CONTROL MEASURES MUST BE APPROVED IN ADVANCE BY
ALL RESPONSIBLE AGENCIES: LE., COUNTY ENGINEER, DEPARTMENT OF SANITATION AND
FLOOD CONTROL, OFFICE OF ENVIRONMENTAL MANAGEMENT, ETC.

STORMWATER PROTECTION NOTES

1. DURING THE RAINY SEASON THE AMOUNT OF EXPOSED SOIL ALLOWED AT ONE TIME SHALL
NOT EXCEED THAT WHICH CAN BE ADEQUATELY PROTECTED BY THE PROPERTY OWNER IN
THE EVENT OF A RAINSTORM. 125% OF ALL SUPPLIES NEEDED FOR BMP MEASURES
SHALL BE RETAINED ON THE JOB SITE IN A MANNER THAT ALLOWS FULL DEPLOYMENT
AND COMPLETE INSTALLATION IN 48 HOURS OR LESS OF A FORECAST RAIN.

2. NO AREA BEING DISTURBED SHALL EXCEED 50 ACRES AT ANY GIVEN TIME WITHOUT
DEMOSTRATING TO THE SAN DIEGO COUNTY DPW DIRECTOR'S SATISFACTION THAT
ADEQUATE EROSION AND SEDIMENT CONTROL CAN BE MAINTAINED, ANY DISTURBED AREA
THAT IS NOT ACTIVELY GRADED FOR 15 DAYS MUST BE FULLY PROTECTED FROM
EROSION.  UNTIL. ADEQUATE LON—TERM PROTECTIONS ARE INSTALLED, THE DISTURBED
AREA SHALL BE INCLUDED WHEN CALCULATING THE ACTIVE DISTURBANCE AREA. ALL
EROSION CONTROL MEASURES SHALL REMAIN INSTALLED AND MAINTAINED DURING ANY
INACTVE PERIOD,

3. THE PROPERTY OWNER IS OBLIGATED TO INSURE COMPUANCE WITH ALL APPLICABLE
STORMWATER REGULATIONS AT ALL TIMES. THE BMP'S (BEST MANAGEMENT PRACTICES)
THAT HAVE BEEN INCORPORATED INTO THIS PLAN SHALL BE IMPLEMENTED AND
MAINTAINED TO EFFECTIVELY PREVENT THE POTENTIALLY NEGATIVE IMPACTS OF THIS
PROJECT'S CONSTRUCTION ACTIVITIES ON STORMWATER QUALITY, THE MAINTENANCE OF
THE BMP'S IS THE PERMITTEE'S RESPONSIBILITY, AND FAILURE TO PROPERLY INSTALL OR
MAINTAIN THE BMP'S MAY RESULT IN ENFORCEMENT ACTION BY THE COUNTY OF SAN
DIEGO OR OTHERS. IF INSTALLED BMP'S FAIL, THEY MUST BE REPAIRED OR REPLACED
WITH AN ACCEPTABLE ALTERNATE WITHIN 24 HOURS, OR AS SOON AS SAFE TO DO SO.

4, ON PROJECTS OF GREATER THAN 1 ACRE ADD THE FOLLOWING NOTE: A NOTICE OF
INTENT (NOI) HAS BEEN, OR WILL BE FILED WITH THE STATE WATER RESOURCES
CONTROL BOARD (SWRCB) AND THAT A STORMWATER POLLUTION PREVENTION PLAN
(SWPPP) HAS BEEN OR WILL BE PREPARED IN ACCORDANCE WITH THE REQUIREMENTS
OF CALIFORNIA GENERAL PERMIT FOR STORMWATER DISCHARGES ASSOCIATED WITH
CONSTRUCTION ACTMTY (PERMIT NO, CASO00002) FOR ALL OPERATIONS ASSOCIATED
WITH THESE PLANS. THE NOI NUMBER ASSIGNED BY SWRCB FOR THIS PROJECT IS
[WOID#] [ALTERNATIVE: NOT YET ASSIGNED, BUT WILL BE PROVIDED BEFORE A PERMIT IS
ISSUED], THE PERMITTEE SHALL KEEP A COPY OF THE SWPPP ON SITE AND AVAILABLE
FOR REVIEW BY COUNTY.
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ED BEYOND THE UP—SLOPE PORTION OF THE TRENCH

BOTTOM OF THE TRENCH.
ACROSS THE WIDTH OF THE RECP's.
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ROLL CENTER RECP's IN DIRECTION OF WATER FLOW IN BOTTOM OF CHANNEL.
RECP's MUST BE SECURELY FASTENED TO SOIL SURFACE BY PLACING STAPLES/STAKES IN APPROPRIATE LOCATIONS AS SHOWN IN THE STAPLE PATTERN
WHEN USING THE DOT SYSTEM_", STAPLES/STAKES SHOULD BE PLACED THROUGH EACH OF THE COLORED DOTS CORRESPONDING TO THE APPROPRIATE STAPLE PATTERN.

PLACE CONSECUTIVE RECP’'s END OVER END (SHINGLE .STYLE) WITH A 4" - 6" (10 CM —15 CM) OVERLAP. USE A DOUBLE ROW OF STAPLES STAGGERED 4" (10 CM)

A

APART AND 4” (10 CM) ON CENTER TO SECURE RECP's.

o

DEEP X 6" (15 CM) WIDE TRENCH.

No

FULL LENGTH EDGE OF. RECP's AT TOP OF SIDE SLOPES MUST BE ANCHORED WITH A ROW
BACKFILL AND COMPACT THE TRENCH AFTER STAPLING.

ADJACENT RECP's MUST BE OVERLAPPED APPROXIMATELY 2" — 5" (5 CM -12,5 CM) (DEPENDING ON RECP's TYPE) AND STAPLED.
. IN HIGH FLOW CHANNEL APPLICATIONS, A STAPLE CHECK SLOT IS RECOMMENDED AT 30 TO 40 FOOT (9 M - 12 M) INTERVALS., USE A DOUBLE ROW OF STAPLES
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. PREPARE SOIL BEFORE INSTALLING ROLLED EROSION CONTROL PRODUCTS (RECP’s), INCLUDING ANY NECESSARY APPLICATION OF LIME, FERTILIZER, AND SEED.
NOTE: WHEN USING CELL—O-SEED DO NOT SEED PREPARED AREA.
BEGIN AT THE TOP OF THE CHANNEL BY ANCHORING THE RECP's IN A 6" (15 CM) DEEP X B" (15 CM) WIDE TRENCH WITH APPROXIMATELY 12" (30 CM) OF RECP's
EXTEND! NCH. ANCHOR THE RECP's WITH A ROW OF STAPLES/STAKES APPROXIMATELY 12"
BACKFILL AND COMAPCT THE TRENCH AFTER, STAPLING. APPLY SEED TO COMPACTED SOIL AND FOLD REMAINING 12" (30 CM) PORTION OF
RECP's BACK OVER SEED AND COMPACTED SOIL. SECURE RECP's OVER COMPACTED SOIL WITH A ROW OF STAPLES/STAKES SPACED APPROXIMATELY 12" (30 CM)

CELL-O-SEED MUST BE INSTALLED WITH PAPER SIDE DOWN.

RECP's WILL UNROLL WITH APPROPRIATE SIDE AGAINST THE SOIL SURFACE. ALL

OF STAPLES/STAKES APPROXIMATELY 12" (30 CM)

STAGGERED 4" (10 CM) APART AND 4" (10 CM) ON CENTER OVER ENTIRE WIDTH OF THE CHANNEL.

»

THE TERMINAL END OF THE RECP's MUST
WIDE TRENCH.

BE ANCHORED WITH A ROW OF STAPLES/STAKES APPROXIMATELY 12" (30 CM) APART IN A 6" (15 CM) DEEP X 6" (15 CM)
BACKFILL AND COMPACT THE TRENCH AFTER STAPLING.

NOTE:

* HORIZONTAL STAPLE SPACING SHOULD BE ALTERED
IF NECESSARY TO ALLOW STAPLES TO SECURE THE
CRITICAL POINTS ALONG THE CHANNEL SURFACE.

** IN _LOOSE SOl CONDITIONS, THE USE OF STAPLE
OR STAKE LENGTHS GREATER THAN 6" (15 cm) MAY
BE NECESSARY TO PROPERLY ANCHOR THE RECP's.

CRITICAL POINTS

A. OVERLAPS AND SEAMS

B. PROJECTED WATER LINE

C. CHANNEL BOTTOM/SIDE
SLOPE VERTICES

NOTE:
* IN LOOSE SOIL CONDITIONS, THE USE OF STAPLE OR STAKE LENGTHS GREATER THAN 6" (15 CM) MAY BE NECESSARY TO PROPERLY ANCHOR THE RECP's.
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MIKE SMITH
ENGINEERING, INC.

4 NORTH MAIN STREET
LODI, CALIFORNIA 95240
PHONE (209) 334-2332

PERMITS

PRIVATE CONTRACT

DECLARATION OF R
CHARGE

ESPONSIBLE

PROJECT, THAT | HA\
IGN_OF THE

RECORD PLAN

AND
CURRENT STANDARDS.

APN. NO; 127-530-04

SITE ADDRESS: 31910 AQUADUCT RD., BONSALL, CA.

1 HEREBY DECLARE THAT | AM THE ENGINEER OF WORK FOR THIS
\VE EXCERCISED RESPONS!

| UNDERSTAND THAT THE CHECK OF PROJECT DRAWINGS AND SPEC~

DATE: o

By T DATE: IFICATIONS BY THE COUNTY OF SAN DIEGO IS CONFINED TO REVIEW
ONLY AND DOES NOT RELIEVE ME, AS ENGINEER OF WORK, OF MY
R.CE ILITES FOR PROJECT DESIGN
EXPIRES: BY:
RCE NO: 44590

EXPIRES: 3:31-08

DEPT. OF PLANNING AND LAND USE

COUNTY APPROVED CHANGES

REZONE PERMIT NO.

COUNTY

APPROVED FOR COMPLIANCE WITH THE ENVIRONMENTAL
REVIEW.

APPROVED BY:

DATE:

NO,

DESCRIPTION: APFROVED! pare:

SPECIAL USE PERMIT NO, _AD 05-038

DEPARTMENT OF PUBLIC WOR

OF SAN DIEGO

TENTATIVE MAP NO.

GRADING PLAN FOR:

PUCHTA HORSE STALL BARNS

BENCH MARK

DESCRIPTION; _ADD

CALIFORNIA COORDINATE INDEX

APPROVED ENGINEER OF WORK

LOCATION: DIRECTOR OF PUBLIC WORKS I I
L] Lo

RECORD FROM: I

ELEVATION: DATUM: SRS PERMIL NG I

JOB NO. : 05154

3/07/2006



	
	
	

